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Mine Safety and Health Admin., Labor § 75.1321 

(d) Detonators shall be completely 
within and parallel to the length of the 
cartridge and shall be secured by half- 
hitching the leg wires around the car-
tridge or secured by an equally effec-
tive method. 

§ 75.1318 Loading boreholes. 

(a) Explosives shall be loaded by a 
qualified person or a person working in 
the presence of and under the direction 
of a qualified person. 

(b) When boreholes are being loaded, 
no other work except that necessary to 
protect persons shall be done in the 
working place or other area where 
blasting is to be performed. 

(c) When loading boreholes drilled at 
an angle of 45 degrees or greater from 
the horizontal in solid rock or loading 
long holes drilled upward in anthracite 
mines— 

(1) The first cartridge in each bore-
hole shall be the primer cartridge with 
the end of the cartridge containing the 
detonator facing the back of the bore-
hole; and 

(2) The explosive cartridges shall be 
loaded in a manner that provides con-
tact between each cartridge in the 
borehole. 

(d) When loading other boreholes— 
(1) The primer cartridge shall be the 

first cartridge loaded in the borehole; 
(2) The end of the cartridge in which 

the detonator is inserted shall face the 
back of the borehole; and 

(3) The primer cartridge and other 
explosives shall be pushed to the back 
of the borehole in a continuous column 
with no cartridge being deliberately 
crushed or deformed. 

(e) An explosive shall not be loaded 
into a borehole if it is damaged, dete-
riorated or if the cartridge is incom-
pletely filled. 

(f) Explosives of different brands, 
types or cartridge diameters shall not 
be loaded in the same borehole. 

(g) Only nonconductive, nonsparking 
tamping poles shall be used for loading 
and tamping boreholes. The use of non-
sparking connecting devices for ex-
tendable tamping poles is permitted. 

[53 FR 46786, Nov. 18, 1988; 54 FR 888, Jan. 10, 
1989] 

§ 75.1319 Weight of explosives per-
mitted in boreholes in bituminous 
and lignite mines. 

(a) The total weight of explosives 
loaded in any borehole in bituminous 
and lignite mines shall not exceed 3 
pounds except when blasting solid rock 
in its natural deposit. 

(b) The total weight of explosives 
loaded in a borehole less than 6 feet 
deep in bituminous and lignite mines 
shall be reduced by 1⁄2 pound for each 
foot of borehole less than 6 feet. 

§ 75.1320 Multiple-shot blasting. 
(a) No more than 20 boreholes shall 

be fired in a round unless permitted in 
writing by the District Manager under 
§ 75.1321. 

(b) Instantaneous detonators shall 
not be used in the same circuit with 
delay detonators in any underground 
coal mine. 

(c) In bituminous and lignite mines, 
only detonators with delay periods of 
1,000 milliseconds or less shall be used. 

(d) When blasting in anthracite 
mines, each borehole in a round shall 
be initiated in sequence from the open-
er hole or holes. 

(e) Arrangement of detonator delay 
periods for bituminous and lignite 
mines shall be as follows: 

(1) When blasting cut coal— 
(i) The first shot or shots fired in a 

round shall be initiated in the row 
nearest the kerf or the row or rows 
nearest the shear; and 

(ii) After the first shot or shots, the 
interval between the designated delay 
periods of successive shots shall be at 
least 50 milliseconds but not more than 
100 milliseconds. 

(2) When blasting coal off the solid— 
(i) Each shot in the round shall be 

initiated in sequence from the opener 
hole or holes; and 

(ii) After the first shot or shots, the 
interval between the designated delay 
periods of successive shots shall be at 
least 50 milliseconds but not more than 
100 milliseconds. 

§ 75.1321 Permits for firing more than 
20 boreholes and for use of non-
permissible blasting units. 

(a) Applications for permits for firing 
more than 20 boreholes in a round and 
for the use of nonpermissible blasting 

VerDate Mar<15>2010 07:42 Sep 09, 2013 Jkt 229121 PO 00000 Frm 00627 Fmt 8010 Sfmt 8010 Y:\SGML\229121.XXX 229121eh
ie

rs
 o

n 
D

S
K

2V
P

T
V

N
1P

R
O

D
 w

ith
 C

F
R


		Superintendent of Documents
	2013-09-10T14:03:53-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




